
, . UTAH OIL AND GAS CONSERVATION CQMMISSION

REMARKS: WELL LOG ELECTRICLOGS FILE X WATER SANDS LOCATION INSPECTED e SUB. REPORT/abd.

DATEFILED 7-20-81
LAND: FEE & PATENTED STATE LEASENO. PUBLICLEASE NO U-10182 INDIAN

DRILLING APPROVED -

SPUDDED IN:

COMPLETED: PUT TO PRODUCING:

1NITIAL PRODUCTION:

GRAVITY A.P.I.

GOR:

PRODUCINGZONES:

TOTAL DEPTH:

WELL ELEVATJON:

DATE ABANDONED
..

FIELD: Wildcat ýú
UNIT:

COUNTY: Uintah
WELL NO CTOoked Canyon Unit #4 API# 43-047-31033
LOCATION FT FROM ) (S) LINE 1763' FT FROM (E) )LINE. NW SE 1/4 - 1/4 SEC

14WP. RGE SEC.



Forrn 9-3310 SUBMIT IN CATE*, Form proved.
(May 1963) (Other instructions on liudget ureau No. 42-R1425.

UNITED STATES reverse side)

.
,

DEPARTMENT OF THE INTERIOR 6. LEAHE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY gy .

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WORK

DRILLE DEEPENO PLUG BACK O 7. UNIT AGEEEMENT NAME

b. TYPE OF WELL ÛTOoked Canyon Unit
°ass O °w^."as 3 o====

NNGLE OUNLTH>LE ß, FAM OR LEAR Nw :

2. NAME OF orERATOE Crooked Canyon Unit
.

9. WELL NO.
Exxon Corporat, on

3. ADDRESS OF OPERATOR

10. FIELD AND POOL, OR WILDCAT
P. O. Box 1600, Midland, TX 79702

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) Wildcat
At surface

1845' FSL & 1763' FEL of Section
11. cD.,T.,n. ona"ma'°

At proposed prod. zone

Sec. 28, T14S, R23E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 18. STATE

50 miles South from Ouray Uintah I Utah
10. DISTANCE FBOM PROPOSED* 16. NO, OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT· 17 63 ' 2229 . 24
(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPUED EUR, ON Tms IÆASE, rr. None 9500 Rotary

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

7091' ungraded GR I September 1 1981
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER 1FOOT SETTING DEPTH QUANTITY OF CEMENT

26" 20" 94# .. 40' To surface (80 cu. ft.)
17 1/2" 13 3/8" 54.5# 500' To surface (450 cu. ft.T
12. 1/4" 9 5/8" 40# 5000' To surface (1900 cu. ft.)

7 7/8" 5 1/2" 17# & 15.5# 9500' 1000 cu. ft.

BOP Program:

Type V to be installed on 13 3/8" csg.
Type II 2000 psi to be installed on 9 5/8" esg.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen or plug back, give data on present productive zone anà proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

SIGN D TTTT, Unit Head ul 1981

(This space for Federal or State ofBee use)

APPROVED BT
(Orig.Sgd.) A.M.RAFFOUL

22, mi
CONDITIONS OF APPROVAL, IF ANY:

AIOTICEOF APPROVAL CONDITIONSOF APPROVALATTACHED GA IS S
BOREC

R Á10OPEAATOR'SCOPY DATED



U. S GEOLOGlCAL SURVEY - CONSERVAT N DIVISION

FROM: : DISTRICT GEOLOGIST, ME, SALT LAKE CITY, UTAR.

TO : DISTRICT ENGINEER, O&G, SALT LAKE CITY, UTAH
SUBJECT: APD MINERAL EVALUATION REPORT LEASE NO.

OPERATOR: (6 WELL .

LOCATION: (~ sec. g , T. /
, R. 23£ , SLOA

County,

1. Stratigraphy:

2. Fresh Wa

3. Leasable Minerals:

4. Additional Logs Needed:

5. Potential Geologic Hazards:

6. References and Remarks:

Signature:
"

- Date: 8 - ((
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Identification CER/EA No. 545-81

United States Department of the Interior
Geological Survey

2000 Administration Bldg.
1745 West 1700 South

Salt Lake City, Utah 84104

NEPA CATEGORICAL EXCLUSION REVIEW

PROJECT IDENTIFICATION

Operator Exxon Corporation

Project Type Gas Well

Project Location 1845' FSL 1763' FEL Section 28, T. 145, R. 23É

Well No. Crooked Canyon #4 Lease No. U-10182

Date Project Submitted July 10, 1981

FIELD INSPECTION Date August 6, 1981

Field Inspection
Participants Greg Darlington USGS, Vernal

Cory Bodman ' BLM, Vernal

Mark Bolton Exxon Corporation

Roy O'Brien Exxon Corporation

Floyd Murray D. E. Casada

Related Environmental Documents: Unit Resonrre Analysis, Roop Ridge

Planning Unit, BTM,. Vernal

I have reviewed the proposal in accordance with the categorical exclusion review
guidelines. This proposal would not involve any significant effects and, there-

fore, does not represent an exception to the categorical exclusions.

Date Prepared Ú avironmenËal Scientist

I concur

Da
19

6SWT CUYENNNGINEER

District Supervisor

Typing In 8-7-81 Typing Out



lill til
PROPOSED ACTIONS:

Exxon Corporation,plans to drill the Crooked Canyon #4 well, a 9500' gas test

of various formations. A new access road of about .6 miles will be required and

an existing jeep trail of 2.6 miles will require considerable widening and

upgrading. A pad approximately 200' by 375' and a reserve pit about 70' by 250'

are planned for the location. The reserve pit will probably require lining

because of existing ledgerock. A further decision on this will be made at the

time of actual construction after consultation with the BLM.

RECOMMENDED APPROVAL CONDITIONS:

The operator agrees to accept and adhere to the following conditions in addition

to the plans outlined in the APD:

1. BLM Stipulations

2. Lease Stipulations

3. Provide adequate logs for the identification of other minerals as requested

in the Mineral Evaluation Report and Mining Report.

4. Consult with BLM after digging the pits to determine whether a lining will

be required for them.

r, IF th «Ar 4,.8 planea for fcs I.canos :s successFul,
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FI ELD NOTES SHEET

I)ate of Field Inspection:

Lease No.:

Approve Location:

Approve Access Road: L'

Modify Location or Access Road:

Evaluation of Criteria for Categorical Exclusion

1. Public Health and Safety
2. Unique Characteristics
3. Environmentally Controversial 'Items
4. Uncertain and Unknown Risks
5. Establishes Precedents .

6. Cumulatively Significant
7. National Register Historic Places
8. Endangered/Threatened Species
9. Violate Federal, State, Local, or Tribal Laws

lf this project.is not eligib,1e for Categorical Exclusion circle the numbers of

the above criteria requiring the preparation of an EA.

Comments and special conditions of approval discussed at onsite: (include local
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CATEGORICAL EXCL"SION REVIEk' INFORMATION SOURCE

Local and
Federal/State Agency private Other

Corte- Pnone corre- studies Onsite
Criteria spondence check Meetirg spondence Previous and Staff inspection

Sl6 DM2.3.A (date) (date) (date) (date) NEPA reoorts expertise (date) Other

Publ ealth /
and s ety

Unique charac-
tertstics

Enviroamentally
controversial

Uncertain and
unknown risks

Establishes
precedents

.

C tively
/sh icant

-- -

National Register
historic places

--

Endang red/
vbr aaten s cies

----

Sta:e, loca'



United StatesDepartment of the Interior T a R
U-802

BUREAUOFLANDMANAGEMENT

VERNALDISTRICTOFFICE
170 South 500 East
Vernal, Utah 84078 '

August 10, 1981

Ed Guynn, District Engineer
USGS, Conservation Division
2000 Administration Building
1745 West 1700 South
Salt Lake City, Utah 84104

Re: Exxon Company, USA
Crooked Canyon Unit Well #4
Sec 28, T14S, R23E
U-10182
Uintah County, Utah

Dear Sir:

A joint field examination was made on August 6, 1981, of the above
referenced well site locations and proposed access roads. We feel that
the surface use and operating plans are adequate with the following re-
visions and stipulations:

1. Construction and maintenance of roads, rehabilitation of disturbed
areas and construction of pipeline routes, shall be in accordance
with surface use standards as set forth in the brochure, "Surface
Operating Standards for Oil and Gas Exploration and Development."

2. Traveling off access road right-of-ways will not be allowed.
The maximumwidth of access pads (both existing and planned) will
be 30 feet total disturbed area. Roads will be crowned and pro-
perly maintained. Turn-outs will not be required.

3. The BLMwill be notified at least 24 hours prior to any construction.

4. Burn pits will not be constructed. There will be no burning or
burying of trash or garbage at the well sites. Refuse must be
contained in trash cages and hauled to an approved disposal site.

5. A wire mesh or net type of fence, topped with at least one strand
of barbed wire, will be used around the reserve pits.

6. The BLMwill be contacted at least 24 hours prior to any rehabilitation
activities. The operator may be informed of any additional needed
seeding and restoration



7. PR Spring may not be used as a water source.
8. Live trees that must be removed may be pushed over and stockpiledseparatley from the topsoil. Large pieces of dead wood should alsobe stockpiled separately from the topsoil.
9. It was agreed to by all parties present that the applied for dimensionsare adequate to handle all drilling and fracturing operations.
10. These wells will be in winter shut down locations. In order tominimize watershed damage at these sites will be allowed onlyduring the period from April 30 to November 1. This limitationdoes not apply to maintenance and operation of producing wells.
11. The reserve pits will be lined if necessary.
12. The top 4" of topsoil will be stockpiled between reference corners#7 and #8.

13. The brush and trees will be stockpiled between reference corners #6and #7.

14. If South Canyon Creek is used as a water source the road in said canyonwill be watered to keep the dust settled.
An archaeological clearance was done by the AERCcompany. No culturalresources were found.

The proposed activities do not jeopardize listed, threatened, or endanageredflora/fauna or their habitats as long as the above stipulations are adheredto.

The BLMrepresentative will be Cory, Bodmam, 789-1362.

Sincerely,

Dean L. Evans "'
Area Manager
Bookcliffs Resource Area

cc: USGS,



United States Department of the Interior T a R
U-802

BUREAUOFLANDMANAGEMENT

VERNALDISTRICT OFFICE
170 South 500 East
Vernal, Utah 84078

August 10, 1981

Ed Guynn, District Engineer
USGS, Conservation Division
2000 Administration Building
1745 West 1700 South
Salt Lake City, Utah 84104

Re: Supplemental Stipulation for
Exxon Company, USA
Crooked Canyon Unit Well #4
Sec 28, T14S R23E
U-10182
Uintah County, Utah

Dear Sir:

1. If the Exxon Company
developsLa

water well at the above mentioned
location, said campany shall contact the Vernal BLMoffice prior
to abandonment to see if the BLMis interested in taking over the
water well.

Sincerely,

. Area Manager
Bookcliffs Resource Area

cc:
USGS, Vernal



DEPARTMENT OF THE 1NTERIOR
EUREAU OF LAND MANACEMENT

Interest in Exp_loration Well for Nater Develop ent

Memorandum

To: District Engineer, USGS
000 ßQ////Ne72AT/ N 8t/3g

,MA-¶ W /700 5. OdCT CÂkh Û (T
(Address)

From: District Manager, BLM
1905 5002
VlillMBL,C{'ThÑ, Utah

(District & Address)

Subject: Interest in Exploration Hell for Nater Development

The Application for Permit to Drill from Äkd/Q Ni fj$'

(Name and address of lessee or operator)

Lease No.
.

Indicates that exploration drilling for oil and gas, minerals,
water, Ë other

, will take place on < 1/4,
Sec. , Twp.

, R. o2 3 Í .

e are not interested in a water cell at this site.

He are interested in this site as a source of water development for
IUCC $ TOC $' purposes provided that:

(livestock, recreation, etc.)

1. Conversion cost will not exceed

2. [ It is a flowing well.

3. Total depth to the base of the deepest fresh water zone doesnot exceed feet.

4. Pumping depth does not exceed feet.

5. Expected flow exceeds
_1 GPM.

B

6. Total dissolved solids do not exceed ((),00 Mg/L.

BLM re res a ive will be ÛÛ QPÑÁA
(Name, Address, & Telephone No. of District Nanager'o Gli. QŒ7gRy;/Nio ág f)ggyDarrléN-7

District



.

CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1. Surface Management Agency Input

2. Reviews Reports, or information received from Geological Survey
.(Conservation Division, GeoTogical Division, Water Resourcè Division,

.

Topographic Division)

3. Lease Stipulations/Terms

4. Application Permit to Drill

5. Operator Correspondence

6. Field Observation

7. Private Rehabilitation Agreement



Forii 9..881 C
(May 1963)

SER E ATE* Form approYed.

UNITED STATES
(Oth i tru ons on Budget Bureau No. 42-R1425.

DEPARTMENTOF THE INTERIOR 6. LEASE DENIGNATION AND BERIAL NO.

GEOLOGICAL SURVEY gy
APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK O. IPINDIAN,ALLOTTERORTRIBENAME

18. TYPÈ OF WORË

DRILLE DEEPENO PLUGBACKO 7. UNIT AGEEEMENT NAME

b. TIPE OF WELL

w I,1,
GWAar.I.

OTHER
NGLË UI IPLE 8. FARM OR LEME NAME

2. NAME OF OPERATOR Crooked Canyon Unit
Exxon Corporation

3. ADDRËSS OF OPERATOR

P. O. Box 1600, Midland, TX 7970? . FIELD AND TOOL, OR WILDCAT

4. LocArroN or wmLI. (Report location clearly and in accordance with any State require n )
At surface

1845' FSL & 1763' FEL of Section ÎË"s'Jaièr""a""aËÌ
At proposed prod. zone god-SL

ec. 28, T1As, R23E
14. DISTANCË IN MILES AND DIRECTION FROM NÈAREST TOWN OE POST OFFICE* OUNTY OR ÉABISH S. STATE

50 miles South from Ouray ntah Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES BE 17. N $ ASSIGNED

LOCATION TO NËABEST TO ELL
PROPERTY OB LEASE LINE, FT.
(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM ÚROÈOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NÉARËST WELL, DRILLING, COMPLÉTED,
OR APPMED EOR, ON THIS LEASE, Fr. One 9500 ' Rotary

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPEOK. DATE WORK WILL START*

1091' ungraded GR
September 1, 1981

23. P OPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIžE OF CASING WEIGHT PER FOOT SËTTING DÈPTH QUANTITY OF CEMENT

26" 20" 94# 40' To surface (80 cu. ft.)
17 1/2" 13 3/8" 54.5# 500' To surface (450 cu. ft.1
12 1/4" 9 5/8" 40# 5û00' To surface (1900 cu. ft.)

7 7/8" 5 1/2" 17# & 15.5# 9500' 1000 cu. ft.

A • =• BYTHEg¶ATE
OF UTAH OF

BOP Program:

Type V to be installed ou 13 3/8" esg. g•
Type II 2000 psi to be installed on 9 5/8" esg.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

seI

ND C- TTTT.E Unit Head »,,, July 8, 1981
(This space for Federal or State office use)

PERMIT N APPROV4T. DATE

APPROVËD BY TTTT.E DATE
CONDITIONS OF APPROVAL, IF



PROJECT

EXXON CORPORATION
Wel I location, Crooked Canyon #4,

T/4 S, R23E, S.L.B.8M. Co ny Uta

N89°57'W

80 .29

°o CROOKED CANYON # 4 o
E/ev. L/7graded Ground -- 709/ , 2

CERTF i C AT E

TH S :5 TO CERTFFY THAT THE ABOVE PLAT WAS PREPARED FROM

\763 FIELD NOTES OF ACTUAL SURVEYS ADE SY ME OR UNDER MY

SUPERVISiON AND THAT TME SAME ART TRUE AND CORRECT TO THE

BEST OF MY KNOWLEDGE AND BELIE

REGISTERED LAND SURVEYOR
REGISTRATION NE 2454
STATE OF UTAH

UINTAH ENGlNEERING a LAND SURVEYING
R 0. BOX Q - 85 80UTH - 200 EAST

ŸERNAL, UTAH - 84078
80. 06

SCALE DATE
NS9'57'W I = 1000' 7/2/81

PARTY REFERENCES
NJM, HM,LM RS GLO PLATX - Section Corners Located

WEATHER FILE
FAIR S HOT TO CLOUDY S RAIN EXXON



(Ib (Iþ

CROOKED CANYON NO. 4
Section 28, T14S - R23E

Uintah County, Utah

1. The Geologic name of the surface formation

Tertiary Green River

2. The estimated tops of important Geologic Markers.

Wasatch 1170'
Cretaceous Mesaverde 4570'
Mancos Shale 5570'
Cretaceous Dakota 8340'
Jurassic Morrison 8615'

3. The estimated depths t which anticipated water, oil or other mineral
bearing formations ar expected to be encountered.

Water - Green R ver/Wasatch 1170'
Mesaverde 4570'
Morriso 8615'

Gas - Wasatch and Mesaverde 1170'
Dakota 8340'
Morrison 8615'

4. Proposed Casing Program:

String Size/Weight/Grade Condition Depth Interval

Conductor 20"/94/H-40 New 0-40'
Surface 13-3/8"/54.5/K-55 New 0-500'
Intermediate 9-5/8"/40/K-55 New 0-5000'
Production 5-l/2'/17.0/K-55 New 0-700'

5-1/2'/15.5/K-55 New 700-4000'
5-1/2"/17.0/K-55 New 4000-9500'

5. Minimum specification for pressure control equipment:

a.) Casinghead Equipment, Sweet Gas

Lowermost head: 13-3/8" LTC X 12" 2000 psi
B - Section: 12" 2000 psi X 10" 3000 psi
Tubinghead: 10" 3000 psi X 6" 5000 psi
Tubinghead Adaptor: 6" 5000 psi X 2-1/2" 5000 psi
Tree: 2-1/2" 5000



O O

b.) Blowout Preventers

Refer to attached drawings titled Type V and Type "II-C" for
a description of the BOP stacks and choke manifolds. The
"Type V" stack will be installed intially on the lowermost
casinghead after the 13-3/8" casing is set, and Type II-C
after the 9-5/8" casing is set.

c.) BOP Control Unit

Unit will be hydraulically oeprated and have at least one
control station. A remote station is to be located 50 feet
from the wellhead.

d.) Testing

When installed, the BOP stack will be tested at a low pressure
(200-300 si) and to at least 2000 psi. At approximately weekly
intervals, the stack will be tested to at least 70% of its
rated working pressure. An operational test of the BOP's is
to be performed on each round trip (but not more than once
each day); the annular and pipe ram preventer will be closed
on drill ipe, and the blind rams will be closed while pipe
is out of the hole.

6. Type and anticipated c aracterists of Drilling Fluid:

Funnel
Depth Interval Mud Weight Visc PV WL Solids YP

2Ft. Type ppg Sec/Qt CP (cc) % #/100 ft ph

0-500 Fresh 8.4-8.8 28-35 2-6 NC 2-5 2-8 10
500-5000 Fresh 8.5-9.2 30-45 2-10 10-15 4-8 4-10 10.5

5000-TD Air --- --- --- --- --- --- ---

Mud weight and viscosity will be maintained at minimum levels compatible with
operating conditions. When air drilling, not less than 300 barrels of mud
will be in the pits to displace the hole if necessary.

7. Auxiliary Control Equipment:

a.) Kelly Cocks: Upper and Lower installed on kelly.

b.) Safety Valve: Full-opening ball-type to fit each type and size of
drillpipein use available on rig floor, in open
position for stabbing into drill pipe when kelly is
not in string.

c.) Pit volume totalizer to moniitor mud



O O

d.) Trip tank to insure that hole is full and takes proper amount of fluid
on trips.

e.) A float at the bit will not be used unless conditions dictate.

8. The testing and logging program to be follows:

Drill Stem Tests - (based on shows) - one is planned in the Dakota.

Cores - one is planned in the Dakota.

Logs to be run from TD to Surface Casing -

DIL, BHC - Sonic with Gamma Ray, FDC - CNL with Gamma Ray.

Satimulation - At this time stimulation plans have not been worked out to
the point that volumes and types of fluid or positioning of
equipment can be given. As necessary this information will
will be supplied by Sundry Notices.

9. No abnormal pressure, :temperature hazards, or HS are anticipated.

10. It is anticipated that the drilling operation will begin on September 1, 1981
and be completed on November 1,



MIDLANDDRILLINGORGANIZATION
BLOWOUTPREVENTER SPECIFICATION

TYPE E - C

TRIP
TANK
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(Iþ (ik
BLOWOUTPREVENTER SPECIFICATION

EOUIPMENT DESCRIPTION

TYTE II-C

111 equipment should be at least 2000_ psi WP or higher unless otherwise specified.

1. Eell nipple.
2. Eydril or Shaffer bag type preventer.
3. Ram type pressure operated blowout preventer with blind rams.
4. Flanged spool with one 4-inch and one 2-inch (minimum) outlet.
5. 2-inch (minimum) flanged plug or gate valve.
6. 2-inch by 2-inch by 2-inch (minimum) flanged tee.
7. 4-inch pressure operated gate valve.
8. 4-inch flanged gate or plug valve.
9. Ram type pressure operated blowout preventer with pipe rams.

10. Flanged type casing head with one side outlet (furnished by Ezzon).
11. 2-inch threaded (or £1anged) plug or gate valve (furnished by Erron).

Flanged on 5000# WP, threaded on 3000# WP or less.
12. Needle valve (furnished by Exxon).
13. 2-inch nipple (furnished by Exxon).
14. Tapped bull plug (furnished by Erron).
15. 4-inch flanged spacer spool.
16. 4-inch by 2-inch by 2-inch by 2-inch flanged cross.
17. 2-inch flanged plug or gate valve.
18. 2-inch flanged adjustable choke.
19. 2-inch threaded flange.
20. 2-inch XXE nipple.
21. 2-inch forged steel 90° Ell.
22. Cameron (or equal.) threaded pressure gage.
23. Threaded flange.

35. 2-inch flanged tee.
36. 3-inch (minimum) hose. (Furnished by Erron).
37. Trip tank. (Furnished by Erron).
38. 2-inch flanged plug or gate valve.
39. 2-1/2-inch pipe, 300' to pit, anchored.
40. 2-1/2-inch SE valve.
41. 2-1/2-inch line to steel pit or separator.

NOTES:

1. Items 3, 4 and 9 may be replaced with double rom type preventer with side outlets
between the rams.

2. The two valves next to the stack on the fill and kill line to be closed unless drill
string is being pulled.

3. Kill line is for emergency use only. This connection shall not be used for filling.

4. Replacement pipe rams and blind rama shall be on location at all times.

5. Only type U, LWS and QRC ram type preventers with secondary seals are acceptable for
5000 psi WP and higher BOP stacks.

6. Type E ram-type BOP's with factory modified side outlets may be used on 3000 psi or
lower WP BOP stacks.
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SURFACE USE PLAN

Exxon Corporation #4 - Crooked Canyon Unit
1763' FEL & 1845' FSL, Sec. 28, T14S, R23E

Lease No. U-10182, Uintah County, Utah

1. EXISTING ROADS - Area Map, Exhibit "A" is a portion of Cooper - Canyon,
Utah USGS quad.

A. Exhibit "A" shows the proposed well site as staked.

B. From Ouray go southerly down Seep Ridge Road 49.6 miles to turn off at
Monument Ridge Road, and follow Monument Ridge Road northerly approximately
3.8 miles to a ranch road going northwest. Follow the ranch road
approximately 2.5 miles to the flagged route. Follow the flagged route

.6 miles to the location.

C. Approximately 3000' of new road will be constructed as shown on Exhibit
"A". The 2.5 miles of ranch road will be improved by widening.

D. The only existing public road within a three-mile radius is the Seep
Ridge Road, as shown on Exhibit "A". This is a graded road.

E. No improving or any maintenance to the existing Indian Ridge Road is
planned except to grade the road as necessary.

2. PLANNED ACCESS ROADS - Exhibit "A" shows all necessary access roads to
be constructed.

A. Maximum width of the crown of the improved ranch road and 300' of new
road will be 18'.

B. Maximum grade will be 12%.

C. No turnouts will be required along the ranch road.

D. Drainage structures will not be necessary; however, water bars will be
utilized as needed.

E. No culverts will be required.

F. No surface materials will be needed.

G. No gates, cattleguards, or fence cuts will be necessary.

H. The center line of the ranch road and 3000' of new road has been flagged.

3. LOCATION OF EXISTING WELLS -

A. Water Wells -
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B. Abandoned Wells - None.

C. Temporarily Abandoned Wells - None.

D. Disposal Wells - None.

E. Drilling Wells - None.

F. Producing Wells - None.

G. Shut-in Wells - None.

H. Injection Wells - None.

I. Monitoring or Observation Wells for other resources - None.

4. TANK BATTERIES, PRODUCTION FACILITIES AND LEASE PIPELINE - There are no
tank batteries, production facilities or pipelines within one mile of the
location controlled by lessee.

If production is established, production facilities will be erected on the
drill pad as shown on Exhibit "B" in the dimensional area. Steel pipe and
fittings will be used that have a rated working pressure equal to or greater
than the pressure to be applied.

Rehabilitation of any disturbed areas no longer needed for operations after
completion of the production facilities will be done. This will consist of
reshaping the existing surface and seeding as specified.

5 . LOCATION AND TYPE OF WATER SUPPLY -

A. A water well will be drilled on the drill pad. Application is being
made to the Utah Division of Water Rights for a Temporary Application
to Appropriate Water.

B. If drilling a water well is not feasible, water will be obtained from
a pond in South Canyon (NE/4 SW/4, Section 33, T15S, R24E).

C. Water will be hauled over existing roads.

6. SOURCE OF CONSTRUCTION MATERIALS -

A. No surface construction material will be necessary on the roads or
location.

B. Not applicable.

C. Not applicable.

D. Access road crosses Federal lands as shown on Exhibit



O O

7. WASTE DISPOSAL -

A. Drill cuttings will be disposed of in the reserve pit.

B. Remaining drilling fluids will be allowed to evaporate in the reserve pit
until the pit is dry enough for backfilling. (In event of a dry hole,
pumpable liquid on the surface of the pit will be injected into the well
to shorten the pit-drying period.)

C. Water produced during tests will be disposed of in the reserve pit. Oil
produced during tests will be stored in test tanks until sold, at which
time it will be hauled from site.

D. Sewage from trailer houses will drain into holes at least 10' deep, which
will be kept covered until backfilled. An outdoor toilet will be pro-
vided for the rig crews; this area will be backfilled during cleanup
after rig move-out.

E. Trash, waste paper and garbage will be contained in a trash pit fenced
with a small mesh wire to prevent wind-scattering during collection and
burned; this pit is shown on Exhibit "B". Residue in this pit at
completion of operations will be buried either within the pit or the
reserve pit by at least 24" of cover.

F. When rig moves out, all trash.and debris left at site will be contained
to prevent scattering and will be either burned in trash pit or buried
at least 24" deep within 30 days unless ground freeze prevents burial.

8. ANCILLARY FACILITIES - No camps will be built. The landing strip in Section
21, T15S, R23E will be used. The strip will be maintained as required.

9. WELLSITE LAYOUT -

A. Exhibit "B" (Scale 1" - 50') shows proposed wellsite layout.

B. This exhibit indicates proposed location of mud, reserve, burn, and
trash pits; pipe racks and other major rig components; living facilities;
soil stockpile; parking area; and turn-in from access road.

C. Mud pits in the active circulating system will be steel pits, and the
reserve pit is proposed to be unlined unless subsurface conditions
encountered during pit construction indicate that lining is needed for
lateral containment of fluids.

10 . RE STORATION OF SURFACE -

A. Upon completion of the operation and burial of any trash and debris as
discussed earlier, pits will be backfilled and leveled or contoured as
soon as practical after drying-time. Drillsite surface will be reshaped
to combat erosion, and stockpiled topsoil will be distributed to extent
available. Prior to leaving the drillsite upon rig move-out, any pit
that is to remain open for drying will be fenced and so maintained until
backfilled and



B. Exxon will rehabilitate road as per BLM recommendations.

C. Revegetation of the drill pad will comply with USGS-BLM sppcifications.

D. Any oil on pits will be removed or otherwise disposed of to USGS-BLM
approval.

E. Sundry Notice will be submitted showing timetable for the start and
completion of rehabilitation operations providing weather permits.

11. OTHER INFORMATION -

A. Location and road are located on a ridge covered with cedar trees.
The soil contains some rock and gravel.

B. No surface use activity other than grazing is carried on. Surface
ownership is BLM.

C. There are no dwellings, historical,or cultural sites, or water tanks
in the immediate area to be disturbed.

12. OPERATOR'S REPRESENTATIVE - Exxon's field representative for contact regarding
compliance with this Surface Use Plan is:

H. G. Davidson
P. O. Box 1600
Midland, Texas 79702
Office Phone: 915-685-9355
Home Phone: 915-694-5324

13. CERTIFICATION -

I hereby certify that I, or persons under my direct supervision, have inspected
the proposed drillsite and access route; that I as familiar with the conditions
which presently exist; that the statements made in this plan are, to the best
of my knowledge, true and correct; and, that the work associated with the
operations proposed herein will be performed by the Exxon Corporation and its
contractors and subcontractors in conformity with this plan and the terms
and conditions under which it is approved.

Date July 8, 1981 ,

H. G. Davidson
Division Drilling Manager

For on-site inspection, contact:

Melba Knipling
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** FILE NOTATIONS**

DATE: gy
OPERAT6R: gg

Location: Sec. T. p/S R. p3 ¶ County:

F¿te Ptepared: Entexed on H.I.D:

CaAd Indexed: Complet¿on Sheet:

API NumbeA */3-O |} gOl¾

CHECKEDBY:

Petroleum Engineer:

Director:

Administrative Aide: 'Á VB¿Ñ, A L,/

APPROVB

nd R

Eu

ed: Sukvey Plat Requixed:

OAdeA Wo. 0.K. Rufe C-3

Rule C-3(c)
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July 27, 1981

Exxon Corporation
P. 0. Box 1600
Midland, 15exas 79702

RE: Well No. Crooked Canyon Unit #4,
Sec. 28, T. 143, R. 23E,
Uintah County, Utah

Insofar as this office is concerned, approval to drill the above
referred to gas well is hereby granted in accordance with Section 40-6-11,
Utah Code Annotated 1953; and predicated on Rule A-3, General Rules and
Regulations and Rules of Practice and Procedure.

Should you detendine that it will be necessary to plug and abandon
this well, you are hereby requested to immedtately notify the following:

MICHAELT. MINDER- Petroleum Engineer
Office: 53399771
Home: 876-3001

Enclosed please find FormOGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence,and that the drilling contractor and rig
numberbe identified.

The API number assigned to this well is 43-867R88033.

Sincerely,

DIVISIONOF OIL, GAS, ANDMINING

CÍeon8. Feig
Director

CBF/db
CC:



Form 9-331 Form Approved.
Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENTOF THE INTERIOR U-10182

GEOLOGICALSURVEY 6. IF INDIAN,ALLOTTEEOR TRIBE NAME

SUNDRYNOTICESANDREPORTS ON WELLS 7.
U-NIT-AGREEMENT

NAME
(Do not use this form for sais to drill or to deepen or plug back to a different ÛTOOked Canyon Unit
reservoir. use Form Mal Šrsuch proþosals.) 8. FARMOR LEASENAME

1. oil gas Crooked Canyon Unit
well well $ other 9. WELL NO.

2. NAME OF OPERATOR

Exxon Corporation 10. FIELDOR WILDCATNAME
3. ADDRESS OF OPERATOR Wildcat

P. O. Box 1600 11. SEC., T., R., M., OR BLK. AND SURVEYOR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) Sec , 28 T14S R23E
AT SURFACE: 1845! FSL & 1763' FEL of Section 12. COUNTYORPARISH 13. STATE
AT TOP PROD. INTERVAL: Uintah UtahAT TOTAL DEPTH:

14. API NO.
16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-047-31033

REPORT, OR OTHER DATA 15. ELEVATIONS(SHOW DF, KDB, AND WD)
7091' GRREQUEST FOR APPROVALTO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9--330)
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(other) Change Plans

17. DESCRIBE PROPOSED OR COMPLETEDOPERATIÔNS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

Due to rig availability and manpower probl ell wili not be
spudded until 1982.

DivtSIONOF

O\L,GAS&WNING

Subsurface Safety Valve: Manu. and Type Set Ft.

18. I hereby certify that the regoing is true and correct

SIGNED TITLE Unit Head DATE September 2, 1981

space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See instructions on Reverse



g O
STATEOF UTAH

Scott M. Matheson, GovernorNATURALRESOURCES& ENERGY Temple A. i2eynolds, Executive DirectorOil, Gas & Mining
Cleon B. Feight, Division Director

4241 State Office Building - Salt Lake City, UT84114 - 801-533-5771

March 16, 1982

Exxon Corporation
P.O. Box 1600
Midland, Texas 79702

Re: See attached

Gentlemen:

In reference to the above mentioned wells, considerable time has goneby since approval was obtained from this office.
This office has not. received any notification of spudding. If you donot intend to drill these wells,please notify this Division. If spuddingor any other activity has taken place, please send necessary forms. If youplan to drill this location at a later date, please notify as such.
Your prompt attention to the above will be greatly appreciated.

Very truly yours,

DIVISION OF OIL, GAS ANDMINING

Cari Furse
Clerk Typist

Board Charles R. Henderson. Choisman • John L Bell • E. Steele Mcintyre • Edward T. BeckRobert R. Norman • Margaret R. Bird • Herm Olsen ,

a equo occot, emp over • pleasa rence
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Well No. Ute Tribal "F" #1
Sec. 23, T. 2S, R. 1E.
Uintah County, Utah

Well No. Ute Tribal "E" #1
Sec. 26, T. 2S, R. 1E.
Uintah County, Utah

Well No. Kienitz Federal #3
Sec. 3, T. 7S, R. 23E.
Uintah County, Utah

Well No. Pine Springs Unit #2
Sec. 22, T. 14S, R. 22E.
Uintah County, Utah

Well No. Crooked Canyon Unit #4
Sec. 28, T. 14S, R. 23E.
Uintah County,



Oil and Gas Operations
2000'Administration Building

1745 West 1700 South
Salt Lake City, Utah 84104

September 21, 1982
Exxon Corporation
P.O. Box 1600
Midland, Texas 79702

Re: Rescind Applications for Permit* 2 to Drill ,7

Well Nos. 2 and 4
Section 22-Tl4S-R22E and
Sectio 28-T145-R23E, respectively
Uintah Courky', Utah
Lease Nos. U-6636 and U-10182

Gentlemen:

The Applications for Permit to Drill the referenced wells were approvedon August 18, 1981. Since that date no known activity has transpiredat the approved locations. Under current District policyi applicationsfor permit to drill are effective for a period of one year. In view ofthe foregoing this'-office is rescinding the approval of the referencedapplications without prejudice. . If you intend to dr ill at these loca-tions at a future date, new applications for permit to diill.must besubmitted.

This office requires a letter confirming that no surface disturbancehas been made for these drill sites. "Any surface disturbance associa-ted with the approved locations of the wells will be rehabilitated. Aschedule for this rehabilitation must then be submitted to this office.Your cooperatiop in this matter is appreciated.

Sincerely,

E. W. Guynn
District Oil & Gas Supervisor

bcc: SMA
State O&G
State BLM
VMS-Vernal
Well Files
APD Control



t'. STATEOF UTAH

Scott M. Matneson, Governor

NATURALRESOURCES & ENERGY
Temple A. Reynolos, Executive Director

Oil, Gas & Mining

Cleon B. Feight, Division Director
A241 Sicie Oífice Building · Salt Lake City. UT8411A - 801-533-5771

September 29, 1982

Exxon Corporation
P. O. Box 1600
Midland, Texas 79702

RE: Well Nos. 2 and 4
Sec. 22, T.14S, R.22E andSec. 28, T.14S, R.23EUintah County, UtahGentlemen:

Approval for Application for Permit to Drill the above referenced
wells are rescinded as of the above date in concert with action taken by
Minerals Management Service.

If you intend to drill at this location at a future date, a new
application for permit to drill may be submitted for State approval.

Sincerely,
.

Norm Stout
Administrative AssistantNS/as

Soord/Chades R. Henderson, Cho::mon - John L Sell - E. Steele Mcintyre Edward T. Beck
Robert R. No-man - Morgoret R. Bird - Herm
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